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Ambio

Strengthened Aluminum alloy casing with white matte finish surface process craft • Remote Control •
New air flow design provides higher air volume and longer air blow effective distance

Available in recirculation or heating • 2 length option: 90 cm and 150 cm

90/ 90 T

150/ 150 T

90

Colour

Body Dimensions
Gross Dimensions

Heater
Fan Power Hi/Lo

Net weight

Installation Hight

EAN

Voltage

Air Volume Hi/Lo

White

900×190×260  mm

960x270x300  mm

220 V/ 50-60Hz

160/ - W

1600 m³/h

-

12,5 Kg

5949096154165 

3 - 3,5 m

Air Velocity 9 - 11 m/s

Noise max. 57 dB

90 T 150

White 

900×190×260 mm

960x270x300 mm

380V/ 50-60 Hz

260/ 200 W

1600m³/h

6/4/2 kW

15,5 Kg

5949096154202 

3 - 4 m

9 - 11 m/s

max. 57 dB

White 

1500×190×260  mm

1560x270x300  mm

220V/ 50-60 Hz

230/ - W

3150 m³/h

-

18 Kg

5949096154158 

3 - 3,5 m

9 - 11 m/s

max. 59 dB

150 T

White 

1500×190×260   mm

1500x270x300   mm

380V/ 50-60 Hz

490/ 400W

3150 m³/h

10/7/3 kW

22,5 Kg

5949096154196 

3 -4 m

9 - 11 m/s

max. 59 dB

Ambio

Product Code AMBIO90 AMBIOHEAT90T AMBIO150 AMBIOHEAT150T
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