
Product Data Sheet
DX16225R 
FK Range
 

 

Pliable protective conduit system FK15range, made of PVC: classification 3321, available in seven diameters, from 16 to
63 mm, with or without cable puller and in six different colours to allow the identification of the various electrical lines.
Suitable for electrical system and/or data transmission. Suitable for flush mounting installation in floors, walls and/or
ceiling and also inside false ceilings and floating floors.

Natural whiteColour PVCMaterial
without cable pullerType 25Conduits Ø (mm)

960 °CGlow Wire Test 2112Electrocod
3 (Medium - 750 N)Resistance to compression 3 (Medium - 2 J)Resistance to impact

2 (Pliable)Resistance to bending 2 (With electrical insulating characteristics)Electrical characteristics
0Protection against ingress of solid objects without accessories 0Protection against ingress of water

Not applicable to plastic conduit systemsResistance against corrosion 1 (Non-flame propagating)Fire resistance
100 MΩ a 500 V for 1 minuteInsulation resistance 4Protection against ingress of solid objects with GF coupling

2000 V a 50 Hz for 15 minutesDielectric rigidity EN 61386-1 EN 61386-22Standard
3321Classification
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Product Data Sheet
DX16225R 
Gama FK
 

 

Sistem de conducte de protecţie pliabil FK15range, DIN PVC: clasificare 3321, disponibil în şapte diametre, de la
16 la 63 mm, cu sau fără dispozitiv de tragere a cablurilor şi în şase culori diferite pentru a permite identificarea
diferitelor linii electrice. Adecvat pentru sistemul electric şi/sau transmisia de date. Potrivit pentru instalarea
încastrată în pardoseli, pereţi şi/sau tavan şi, de asemenea, în interiorul tavanelor false şi al pardoselilor
plutitoare.

Alb naturalCuloare PVCMaterial
fără dispozitiv de tragere a cabluluiTip 25Conducte Ø (mm)

960 °CTest de încercare cu fir incandescent 2112Electrocod
3 (Mediu - 750 N)Rezistenţa la compresie 3 (Mediu - 2 J)Rezistenţa la impact

2 (Pliabil)Rezistenţa la îndoire: Cu caracteristici de izolare electricăCaracteristici electrice
0Protecţie împotriva pătrunderii obiectelor solide fără accesorii 0Protecţie împotriva pătrunderii apei

Nu se aplică sistemelor de canal de cablu de
plastic

Rezistenţă la coroziune Fără propagare flacărăRezistenţă la foc

100 MΩ a 500V timp de 1 minutRezistenţa izolaţiei 4Protecţie împotriva pătrunderii obiectelor solide cu cuplaj GF
2000 V la 50 Hz timp de 15 minuteRigiditate dielectrică: IEC EN 61386-1; IEC EN 61386-22Standard

3321Clasificare
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