SINOTIMER SM8-250PV DC MCCB 600V 250A
DC Molded Case Circuit Breaker
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= Mounting Screews (w) Washers)
= Nuts & Washens
= Insulation Plates
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SM8-250PV DC CIRC
A REAL PHOTOVOLTA

SMB-250PV series high-performance
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PRODUCT DIMENSION

ni,

SINOTIMER®
DC MCCB
SMB-Z50PV
Imi2soa
Ue:0osoow === CE
Lz 500, ]
los: 28k — g

JECEMIMT 0
SASIELECTRONG £0. 70

- g il
Rigp B

e\
T —

wwiggl



MANUAL DE UTILIZARE - ROMANA

Descriere produs

SINOTIMER SM8-250PV este un intrerupator automat DC de tip MCCB proiectat pentru instalatii
fotovoltaice, sisteme de stocare a energiei si alte aplicatii de curent continuu. Acesta asigura
protectia circuitelor impotriva supracurentilor si scurtcircuitelor si permite izolarea sigura a
echipamentelor.

Caracteristici principale

* Tensiune nominala: DC 600V

» Curent nominal: 250A

» Capacitate mare de rupere

» Recomandat pentru sisteme fotovoltaice si baterii
» Operare manuala ON/OFF

* Constructie robusta pentru utilizare profesionala



USER MANUAL - ENGLISH

Product Description

The SINOTIMER SM8-250PV is a DC molded case circuit breaker (MCCB) designed for
photovoltaic systems, battery storage installations and other DC power applications. It provides
reliable isolation and protection against overloads and short circuits.

Main Features

* Rated voltage: DC 600V

 Rated current: 250A

* High breaking capacity

* Suitable for solar and battery storage systems
» Manual ON/OFF operation

» Heavy-duty industrial construction



Safety Notice / Avertisment de Siguranta

RO: Acest produs trebuie instalat, configurat, utilizat si intretinut exclusiv de personal autorizat si
calificat in domeniul instalatiilor electrice. Nerespectarea instructiunilor poate conduce la
electrocutare, incendiu, deteriorarea echipamentelor sau alte situatii periculoase.

EN: This product must be installed, configured, operated and maintained only by qualified and
authorized electrical personnel. Failure to follow these instructions may result in electric shock, fire,
equipment damage or other hazardous situations.



