
 
 

Fișă tehnică 

NON-STICK AGENT 

The technical information and instructions supplied in this datasheet are based on the knowledge and experience of the Department of 
Research and Development of our company and on results from long-term applications of the product in practice. The recommendations 
and suggestions referring to the use of the product are provided without guarantee, since site conditions during the applications are 
beyond the control of our company. Therefore the user is responsible for confirming that the chosen product is suitable for the envisaged 
application. The present edition of this technical datasheet automatically cancels any previous one concerning the same product. 

 
 

 

 

Agent anti-lipire pentru gletiere 
 

Descriere 

 
Agent folosit pentru a îmbunătăți proprietățile 
de alunecare ale gletierei metalice pe timpul 
aplicării pardoselilor decorative tip covor de 
piatră.  
 

Date tehnice 

 
Forma:  lichidă 

Culoare: alb 

Vâscozitate:  fluid subțire 
 

Mod de utilizare 
 
Amestecați bine înainte de folosire. NON-
STICK AGENT se aplică uniform cu o lavetă 
pe suprafața gletierei metalice pentru a-i 
îmbunătăți proprietățile la alunecare pe timpul 
aplicării pardoselilor decorative tip covor de 
piatră. Când gletiera începe să devină 
lipicioasă, produsul NON-STICK AGENT 
trebuie aplicat din nou. 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 

Ambalare 
 
NON-STICK AGENT este ambalat în 
recipiente metalice de 1 l și 5 l. 
 

Timp de viață – Depozitare 
 
Timpul de viață în recipientul sigilat este de 
cel puțin 12 luni, în spații de depozitare 
uscate și aerisite. 
 

Observații 
 

 Temperatura pe timpul dintre aplicare și 
întărire ar trebui să fie între +50C și 
+350C. 

 Amestecați bine înainte de folosire. 
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Non-stick agent for metal trowels 
 

Description 

 
Agent used to improve the slip properties of the 
smooth metal trowel during the application of 
decorative stone carpet floorings.  

 

Technical data 

 
Form:  liquid 

Color: white 

Viscosity:  low-viscosity 

 

Directions for use 
 
Stir well before use. A clean cloth is soaked with 
NON-STICK AGENT and then applied onto the 
surface of the smooth metal trowel to improve its 
slip properties during the application of decorative 
stone carpet floorings. When the trowel starts to 
get sticky, the NON-STICK AGENT should be 
applied again. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 

 
 
 
 

 

Packaging 
 
NON-STICK AGENT is available in metal 
containers of 1 l and 5 l. 

 

Shelf life – Storage 
 
Shelf life in sealed containers is at least              
12 months, in cool, dry conditions. 

 

Remarks 
 
 Temperature during application and hardening 

of the product should be between +5°C and 
+35°C. 

 Stir well before use. 

 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
 
ISOMAT S.A. 
BUILDING CHEMICALS AND MORTARS 
MAIN OFFICES - FACTORY: 
17

th
 km Thessaloniki - Ag. Athanasios Road,  

P.O. BOX 1043, 570 03 Ag. Athanasios, Greece,  
Tel.: +30 2310 576 000, Fax: +30 2310 576 029 

www. isomat.eu   e -mai l :  support@i somat. eu  
 


