
MANUAL DE UTILIZARE - SINOTIMER AFDD1-63 
 

C16 
 

 

Dispozitiv modular AFDD cu protecție la arc electric, scurtcircuit, suprasarcină și curent 

diferențial 30 mA. 

 
Date tehnice: 

230V AC, 50/60Hz • 1P+N • Curba C16 • 6000A • IΔn 30mA • Timp declanșare arc 

≤0,1 s • Montaj pe șină DIN. 

 
Utilizare: Conectați alimentarea la bornele superioare și consumatorul la bornele 

inferioare. După montaj, comutați pe ON și verificați funcționarea apăsând butonul 

TEST. 

 
Întreținere: Testați lunar funcția diferențială și verificați strângerea bornelor. 

 
Atenție: Acest produs trebuie instalat și pus în funcțiune numai de personal calificat și 

autorizat, conform normelor electrice în vigoare. 



USER MANUAL - SINOTIMER AFDD1-63 C16 
 

 

 

AFDD protective device combining arc fault detection, overload, short-circuit and 30 

mA residual current protection. 

 
Specifications: 

230 VAC 50/60Hz • 1P+N • C16 • 6000A • 30mA RCD • Arc response ≤0.1 s • DIN rail 

mounting. 

 
Operation: Connect supply to the upper terminals and load to the lower terminals. 

Switch ON and verify operation using the TEST button. 

 
Maintenance: Test the RCD function regularly and inspect terminal tightness. 

 
Warning: This product must be installed and commissioned only by qualified and 

authorized personnel in accordance with applicable electrical regulations. 


