
MANUAL DE UTILIZARE

INTERFON VIDEO CU 1 MONITOR 

SILVERCLOUD HOUSE 715

CU ECRAN LCD DE 7 INCH
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1. Detalii tehnice:

RO

Unitate interioara
Ÿ Material: plastic + aliaj de aluminiu
Ÿ Mod de instalare: pe perete
Ÿ Sistem TV: PAL 
Ÿ Dimensiune ecran: 7 inch (16:9)
Ÿ Tehnologie ecran:  TFT LCD
Ÿ Rezolutie (px): 840 x 234
Ÿ Unghi de vizualizare (°): 65/65/40/65
Ÿ Luminozitate (cd/m2): 250
Ÿ Dimensiuni (mm): 235.5 x 165.5 x 32
Ÿ Greutate neta (g): 540
Ÿ Rezolutie: >420 TVL
Ÿ Consum: 8 W
Ÿ Intarziere la apel (s): 120 ± 10%
Ÿ Parametri recomandati pentru cablu conexiune: 4 x 0.75 mm²
Ÿ Distanta max. de transmitere a imaginii: max. 200 m
Ÿ Temperatura de functionare: -10℃～+50℃
Ÿ Temperatura de depozitare: -20℃～+60℃

Unitate exterioara:
Ÿ Material: plastic + aliaj de aluminiu
Ÿ Mod de instalare: pe perete
Ÿ Tip camera video: color CMOS1030
Ÿ Dimensiuni (mm): 126 x 56 x 33
Ÿ Greutate neta (g): 190
Ÿ Rezolutie (px): PAL: 628 x 582
Ÿ Consum: 4 W
Ÿ Rezolutie: >420 TVL
Ÿ Sistem: PAL
Ÿ Lentile (mm): 3.6

0
Ÿ Unghi de vizualizare: 90
Ÿ Temperatura de functionare: -20℃～+50℃
Ÿ Temperatura de depozitare: -20℃～+60℃

Ÿ Design modern
Ÿ Intercom
Ÿ Functie deschidere yala electromagnetica
Ÿ 16 sonerii
Ÿ Reglare volum, luminozitate, contrast
Ÿ Cablu de 5 m inclus
Ÿ Usor de instalat si configurat

Caracteristici principale:
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2. Descriere produs:

Unitate externa:

Unitate interna:

Microfon

LED stare functionare
Microfon

Reglare luminozitate

Reglare contrast

Reglare volum

Selectare sonerie

Raspunde (Talk)

Deschide (Unlock)

Afiseaza imagine
(Monitor)

Difuzor

Camera video

LED-uri IR

Buton apelare

Difuzor
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3. Instructiuni de instalare:

- Montati pe perete suportul de pe spatele unitatii interioare;
- Fixati unitatea interioara pe suport, dupa ce ati facut toate conexiunile;
- Montati unitatea exterioara la o inaltime de 1,5 m de la sol, intr-o zona ferita de ploaie
si de lumina directa a soarelui;
- Distanta optima dintre vorbitor si aparat este de 40 cm.

- Lungimea recomandata a cablului de conexiune dintre cele doua unitati este intre 
215 - 100 m. Folositi cablu de 4 x 0,75 mm .

- Conectorii 1, 2, 3 si 4 de pe spatele unitatii interioare trebuie conectati la conectorii
3, 4, 5 si 6 ai unitatii exterioare. Conectorii 1 si 2 fac legatura cu yala electromagnetica

2(optional). Folositi cablu de 2 x 1.0 mm .
- Dupa ce ati conectat cele doua unitati, alimentati unitatea de interior la priza de 
perete, folosind adaptorul din pachet.

Unitate exterioara

Yala
electromagnetica

Unitate interioara
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4. Conexiuni:

5. Instructiuni de folosire:

5. Pachetul contine:

RO

1. Linie audio AK
2. Alimentare - (GND)
3. Alimentare +
4. Linie video V
5. Alimentare yala electromagnetica -
6. Alimentare yala electromagnetica +

- Unitate pentru interior
- Unitate pentru exterior
- Adaptor alimentare unitate de interior
- Suport montaj pe perete
- Cablu conexiune
- Suruburi
- Manual de utlizare

1. Unitatea interioara va afisa imaginea preluata de camera video din exterior, in 
momentul in care un vizitator va apasa pe butonul de apelare. Gazda poate raspunde  
persoanei din exterior dupa apasarea butonului de vorbire (Talk). Convorbirea si 
imaginea pe ecran dureaza maxim 120 secunde.

2. Daca interfonul este legat la o yala electromagnetica, prin apasarea butonului de 
deschidere de pe unitatea din interior, o puteti debloca si puteti permite accesul 
vizitatorilor, de la distanta.

3. Apasand butonul Monitor de pe unitatea interioara, puteti vizualiza timp de 40 de 
secunde imaginile preluate de camera din exterior, fara ca cineva sa apese butonul de 
apelare.

4. Apasand butoanele Monitor si Talk puteti sa vedeti si sa vorbiti cu vizitatorul 
dumneavoastra in acelasi timp. Pentru a incheia convorbirea, apasati inca o data 
butonul Talk.

5. Folositi butoanele luminozitate, contrast si volum din lateralul unitatii interioare 
pentru personalizarea afisarii imaginii si a sunetului.
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USER MANUAL

VIDEO DOOR PHONE WITH 1 MONITOR 

SILVERCLOUD HOUSE 715

 7 INCH SCREEN
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1. Technical parameters:

Inside unit
Ÿ Material: Plastic + aluminium alloy
Ÿ Installation method: hanging on the wall
Ÿ System: PAL 
Ÿ Screen size: 7 inch (16:9)
Ÿ Screen type:  TFT LCD
Ÿ Resolution (px): 840 x 234
Ÿ Viewing angle (°): 65/65/40/65
Ÿ Brightness (cd/m2): 250
Ÿ Dimensions (mm): 235.5 x 165.5 x 32
Ÿ Net weight (g): 540
Ÿ Definition: >420 TVL
Ÿ Power consumption: 8 W
Ÿ Delay calling time (s): 120 ± 10%
Ÿ Recomended cable type: 4 x 0.75 mm²
Ÿ Transmitting distance of the image: about 200 m
Ÿ Working temperature: -10℃～+50℃
Ÿ Storage temperature: -20℃～+60℃

Outside unit:
Ÿ Material: plastic + aluminium alloy
Ÿ Hanging Installation
Ÿ Camera type: color CMOS1030
Ÿ Dimensions (mm): 126 x 56 x 33
Ÿ Net weight (g): 190
Ÿ Resolution (px): PAL:628 x 582
Ÿ Power consumption: 4 W
Ÿ Definition: >420 TVL
Ÿ System: PAL
Ÿ Focus (mm): 3.6

0
Ÿ Viewing anlge: 90
Ÿ Working temperature: -20℃～+50℃
Ÿ Storage temperature: -20℃～+60℃

Ÿ Modern design
Ÿ Intercom
Ÿ Electric unlock function
Ÿ 16 kinds of rings
Ÿ Volume, brightness and contrast adjustable
Ÿ 5 m cable included
Ÿ Easy to install and configure

Main features:
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2. Product description:

Outside unit:

Inside unit:

Microphone

Power LED
Microphone

Brightness

Contrast

Volum

Select bell

Talk

Unlock

Monitor

Speaker

Camera

Infrared light

Calling button

Speaker

EN
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3. Installation:

- Fix the mount plate on the wall;
- Place the indoor unit into the plate, after being connected with cable;
- The outdoor unit should be mounted at a height og 1.5 m in doorway. Try to avoid
solarization and drench;
- The intercom distance is 40 cm.

- If the cable is not long enough, it could be lengthened to a range of 15 - 100 m. 
2You should use cable with 4 x 0,75 mm .

- The indoor unit’s terminals such as 1, 2, 3 si 4 should be connected to the outdoor 
unit’s terminals 3, 4, 5 and 6. The terminal 1 and 2 of outdoor unit should be connected

2with the electric lock. It is adapted with 2 x 1.0 mm  cable.
- After connecting the outdoor station with the indoor unit, plug the adapter into the DC
power board.

outdoor station

electric lock

indoor unit

EN
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4. connection:

5. Operating instructions:

5. Package content:

1. Audio line AK
2. Earth line GND
3. Power line B+
4. Video line V
5. Electric-controlled lock earth line-
6. Electric-controlled lock earth line+

- Indoor unit
- Outdoor unit
- DC 15V power adapter
- Housing camera plate
- Connection cable
- Screw bag
- User manual

1. The indoor unit will display the image of the visitor when he/she presses the button 
of outdoor station. Then, the host could talk with the visitor after pressing the “Talk” 
button. The intercom and image can last 120 s.

2. The electric lock will be unlocked when you press the unlock button of indoor unit.

3. When you press the “Monitor” button, you can monitor the view of the door at a 
frecquency of 40 s per time.

4. By pressing “Monitor” and “Talk” buttons, you can see and talk with the visitor. 
Press the “Talk” button once again to end talking.

5. Adjust the brightness, contrast and volume to get the best image and sound.                         

EN
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