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Desene tehnice si dimensiuni Prelungitor cromat, FI-FE,1/2” , 3/4” ,  
 

 

 
 

sku name DN 
H1-
mm 

L-
mm 

D1-
mm 

S1-
mm 

S2-
mm Masa gr 

2003695 Prelungitor cromat, FI-FE, 10 mm x 1/2" 
15mm-
1/2" 10 22.5 25 24 12 28 

2003696 Prelungitor cromat, FI-FE, 20 mm x 1/2" 
15mm-
1/2" 20 30.5 25 24 12 38 

2003697 Prelungitor cromat, FI-FE, 30 mm x 1/2" 
15mm-
1/2" 30 40.5 25 24 12 53 

2003698 Prelungitor cromat, FI-FE, 40 mm x 1/2" 
15mm-
1/2" 40 49 25 24 12 62 

2003699 Prelungitor cromat, FI-FE, 50 mm x 1/2" 
15mm-
1/2" 50 60 25 24 12 69 

2015817 Prelungitor cromat, 3/4" x 10 mm 
20mm-
3/4" 10 22.5 32 30 16 38 

2015818 Prelungitor cromat, 3/4" x 20 mm 
20mm-
3/4" 20 30.5 32 30 16 56 

2015819 Prelungitor cromat, 3/4" x 30 mm 
20mm-
3/4" 30 41 30 30 14 71 

2015830 Prelungitor cromat, 3/4" x 40 mm 
20mm-
3/4" 40 50 30 30 15 90 

2015831 Prelungitor cromat, 3/4" x 50 mm 
20mm-
3/4" 50 60 30 30 15 109 

 

Material: otel galvanizat ;FILET ISO 228 /1 (DIN259) 

Presiune de lucru: 10 bari la temperature de 95C 
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